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						Removing
					
				

			

			
				
					
						Remove and refit
					
				

			

			
				
					
						1. Raise the vehicle on a suitable hoist and apply
					
				

				
					
						the parking brake.
					
				

			

			
				
					
						Left hand
					
				

			

			
				
					
						2. Remove the four fixings securing the grass
					
				

				
					
						shield (if fitted) to the mounting bracket at the
					
				

				
					
						centre catalyst.
					
				

			

			
				
					
						Right hand
					
				

			

			
				
					
						Removing
					
				

			

			
				
					
						3. Withdraw the grass shield from the bracket.
					
				

			

			
				
					
						1. Disconnect the front exhaust pipe(s)  from the
					
				

				
					
						manifold(s).
					
				

				
					
						2. Tap back the bolt locking tabs and remove the
					
				

				
					
						eight bolts, lock tabs and washers.
					
				

				
					
						3. Remove the manifold(s) and old gaskets.
					
				

			

			
				
					
						4. Disconnect the electrical plugs from the
					
				

				
					
						Lambda sensors.
					
				

				
					
						5. Remove the nuts and disconnect the front
					
				

				
					
						pipe(s) from the manifold(s) and remove the
					
				

				
					
						gaskets.
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						front pipe to the intermediate pipe.
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						8. Remove three bolts securing the intermediate
					
				

				
					
						pipe to the centre catalyst and withdraw the
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						new lockplates and plain washers. The plain
					
				

				
					
						washers are fitted between the manifold and
					
				

				
					
						lockplates.
					
				

			

			
				
					
						* 10. Withdraw the intermediate pipe.
					
				

				
					
						11. Remove the U-bolt securing the centre catalyst
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						7. Evenly tighten the manifold bolts to the
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						and bend over the lockplate tabs. i
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						Remove the three bolts s&uring  the tail pipe
					
				

				
					
						assembly to the intermediate pipe assembly.
					
				

				
					
						Remove the bolt securing the rear mounting
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						Maneuver the tail pipe over the rear axle and
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						Retain the doughnut from the intermediate
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						6. Detach the rubber from the tailpipe and
					
				

				
					
						hanger.
					
				

			

			
				
					
						intermediate pipe and centre muffler
					
				

			

			
				
					
						7. Remove the three bolts securing the right
					
				

				
					
						hand branch of the intermediate pipe to the
					
				

				
					
						right hand catalyst.
					
				

				
					
						8. Release the pinch bolt clamp securing the left
					
				

				
					
						hand branch of the intermediate pipe to the
					
				

				
					
						left hand catalyst and slide the clamp along
					
				

				
					
						the pipe.
					
				

				
					
						9. Remove the bolts securing the front and rear
					
				

				
					
						hanger brackets to the chassis.
					
				

				
					
						10. Detach the rubbers from the main muffler
					
				

				
					
						assembly and hangers.
					
				

				
					
						11. Carefully separate the intermediate pipes from
					
				

				
					
						the front downpipes.
					
				

				
					
						12. Retain the doughnut from the right hand joint.
					
				

			

			
				
					
						Front downpipes
					
				

			

			
				
					
						13. Disconnect both Lambda sensor multiplugs.
					
				

				
					
						14.  Remove the nuts and release the front
					
				

				
					
						downpipes from the manifolds, discard the
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						To improve sealing and accuracy of assembly, 1990
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